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Special application Breakwater block 
Grapple used on 125 tonne Excavators. 
Picture of Onslow West Australia, 
Wheatstone Project LNG Plant.
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2.0XR Grapple: 
Barge unloading at Indah 
Kiat Pulp & Paper Mill, 
Perawang, Indonesia

Randalls Equipment Company 

ROTATING GRAPPLES

With over 50 years experience in the design and manufacture of forestry,  

industrial  and special  application rotating grapples,  Randalls have a wealth 

of experience when it  comes to the various applications for rotating grapples.   

We are a second generation, family owned and operated Australian company and 

are the only manufacturer of rotating grapples in Australia.   

Our range of grapples continues to evolve with our customers demands and the 

ever changing equipment and application requirements in Australia,  New Zealand 

and South East Asia.
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.36HD LOG GRAPPLE

Low profile design provides greater loading height, alloy steel construction 
allows low weight combined with high strength. Ideally suited to Forwarders 
and small excavators. 

Pins are induction hardened

All  pivot points bushed

Heavy duty cylinder fitted

Strong body construction

All  replaceable structure

All  pivot points fitted with greasers

High clamping force

Rotator mounting base takes both 16 & 20 mm bolt pattern which allows for a greater choice of rotators

Alloy steel construction

Incorporating the full  range of Indexator Rotator or can be used with other rotators

See Indexator Rotator brochure for Rotator Technical Data

Grapple saw available on .36 model

GRIPPING AREA PRACTICAL

.36m2

MAXIMUM OPEN

1540mm

MIN GRIPPING DIAMETER

120mm

MAXIMUM WIDTH

530mm

HEIGHT

920mm
1100mm

RECOMMENDED WORKING PRESSURE  

230 BAR

RECOMMENDED OIL FLOW
Grapple Function Rotator Function 

110L/min 35L/min

WEIGHT

378kg
Heavy Duty
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Fitted to Ponsse Elephant King Forwarder Crane K121S
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.45HD GV SERIES LOG GRAPPLE

The Randalls .45HD GV series Grapple is ideally suited to Large Forwarders and 
small excavators, Rotator Mounting base takes both 16 & 20 mm bolt pattern 
which allows for a greater choice of rotators.

GRIPPING AREA PRACTICAL

.45m2

MAXIMUM OPEN

1950mm

MIN GRIPPING DIAMETER

100mm

MAXIMUM WIDTH

560mm

HEIGHT

1030mm
1350mm

RECOMMENDED WORKING PRESSURE  

230 BAR

RECOMMENDED OIL FLOW
Grapple Function Rotator Function 

120L/min 35L/min

WEIGHT

495kg

6RANDALLS / GRAPPLES /  .45HD GV SERIES

All  pins are induction hardened

All  pivot points use high pressure bronse bushes

Heavy duty hydraulic cylinder

Extreme duty Grapple body and Grapple jaws

All  replaceable structure

High clamping force

High grade alloy steel construction

Suitable for the full  range of Indexator Rotators

Multi  Rotator mount,  16 & 20mm bolts

Suitable for large Fowarders or small  excavators
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.45IR12 LOG GRAPPLE

The Randalls .451R12 Grapple is a very heavy duty low profile design, suitable for excavators 
in the 13 to 16 ton class range. The Randalls .451R12 Grapple is ideally suited to in forest 
pre-bunching applications and loading out wood within the excavator range.

All  Pins Are Induction Hardened

All  Pivot Points Use High Pressure Bronze Bushes

Heavy Duty Hydraulic Cylinder

Extreme Duty Grapple Body And Grapple Jaws

All  Replaceable Structure

High Clamping Force

Hi Grade Alloy Steel Construction

High Load Rotator

GRIPPING AREA PRACTICAL

.45m2

MAXIMUM OPEN

1600mm

MIN GRIPPING DIAMETER

170mm

MAXIMUM WIDTH

680mm

HEIGHT

1420mm
1500mm

RECOMMENDED WORKING PRESSURE  

230 BAR

RECOMMENDED OIL FLOW
Grapple Function Rotator Function 

120L/min 35L/min

WEIGHT

580kg
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.55IR22 LOG GRAPPLE

Low profile design provides greater loading height. Alloy steel construction allows low 
weight combined with high strength. Ideally suited to 20 tonne class carrier. 
Our grapples are heavy duty models to cater for all replacements on Knuckleboom 
loaders and as new equipment to excavators. Rotator and boom links are also available.

Pins are induction hardened

All  pivot points bushed

Heavy duty cylinder fitted

Strong body construction

All  replaceable structure

All  pivot points fitted with greasers

High clamping force

Fast action

Alloy steel construction

Incorporating an IR22 Indexator Rotator -  load capacity 15,000kg

See Indexator Rotator brochure for Rotator Technical Data

GRIPPING AREA PRACTICAL

.55m2

MAXIMUM OPEN

2000mm

MIN GRIPPING DIAMETER

150mm

MAXIMUM WIDTH

700mm

HEIGHT

1350mm
1500mm

RECOMMENDED WORKING PRESSURE  

230 BAR

RECOMMENDED OIL FLOW
Grapple Function Rotator Function 

130L/min 35L/min

WEIGHT

830kg
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.80IR22 LOG GRAPPLE

Low profile design provides greater loading height. Alloy steel construction allows low weight 
combined with high strength. Ideally suited to 20-30 tonne class carrier. 
Our grapples are heavy duty models to cater for all replacements on Knuckleboom loaders 
and as new equipment to excavators. Rotator and boom links are also available.

Pins are induction hardened

All  pivot points bushed

Heavy duty cylinder fitted

Strong body construction

All  replaceable structure

All  pivot points fitted with greasers

High clamping force

Fast action

Alloy steel construction

Incorporating an IR22 Indexator Rotator

See Indexator Rotator brochure for Rotator Technical Data

GRIPPING AREA PRACTICAL

.80m2

MAXIMUM OPEN

2000mm

MIN GRIPPING DIAMETER

150mm

MAXIMUM WIDTH

800mm

HEIGHT

1840mm
1900mm

RECOMMENDED WORKING PRESSURE  

230 BAR

RECOMMENDED OIL FLOW
Grapple Function Rotator Function 

150L/min 35L/min

WEIGHT

980kg
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1.3IR22 LOG GRAPPLE

Low profile design provides greater loading height. Alloy steel construction allows low weight 
combined with high strength. Ideally suited to 25-30 tonne class carrier. 
Our grapples are heavy duty models to cater for all replacements on Knuckleboom loaders 
and as new equipment to excavators. Rotator and boom links are also available.

Pins are induction hardened

All  pivot points bushed

Heavy duty cylinder 5.5 inch bore

Strong body construction

All  replaceable structure

All  pivot points fitted with greasers High clamping force

Fast action

Alloy steel construction

Incorporating an IR22X Indexator Rotator 

See Indexator Rotator brochure for Rotator Technical Data

GRIPPING AREA PRACTICAL

1.3m2

MAXIMUM OPEN

2450mm

MIN GRIPPING DIAMETER

250mm

MAXIMUM WIDTH

830mm

HEIGHT

2000mm
2100mm

RECOMMENDED WORKING PRESSURE  

230 BAR

RECOMMENDED OIL FLOW
Grapple Function Rotator Function 

200L/min 35L/min

WEIGHT

1400kg
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2.0XR LOG GRAPPLE

Low profile design provides greater loading height. Alloy steel construction allows low 
weight combined with high strength. Ideally suited to 35-45 tonne class carrier. 
Our grapples are heavy duty models to cater for all replacements on Knuckleboom 
loaders and as new equipment to excavators and Material Handlers, 2.0XR Runs a higher 
load Rotator for extreme conditions.

Pins are induction hardened

All  pivot points bushed

Heavy duty cylinder 6 inch bore

Stronger body construction

All  replaceable structure

All  pivot points fitted with greasers

High clamping force

Fast action

Alloy steel construction

Incorporating an XR400 Indexator Rotator

High Load Rotator for Extreme conditions

Upper mount same as IR22, 
takes the same steel drop link

XR400 Rotator with increased bearing 
area and higher load factor

GRIPPING AREA PRACTICAL

2.0m2

MAXIMUM OPEN

2850mm

MIN GRIPPING DIAMETER

200mm

MAXIMUM WIDTH

950mm

HEIGHT

2300mm
2400mm

RECOMMENDED WORKING PRESSURE  

230 BAR

RECOMMENDED OIL FLOW
Grapple Function Rotator Function 

220L/min 35L/min

WEIGHT

2300kg
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Notes





DEALER:

Randalls Equipment Company Pty Ltd
8 Wallace Avenue Point Cook, Melbourne, Victoria 3016

Ph: +61 9369 8988 Fax: +61 9369 8683 Email :  randalls@randalls.com.au
www.randalls.com.au 
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