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LOG LOADER

An efficient and reliable loading machine to handle all wood types and lengths.
Whether loading trucks or feeding a log deck, the SY245F can handle it.

Additional features:
= Steel windscreen guard

ROTATING GRAPPLES FIXED GRAPPLES
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HARVESTER

Impressive hydraulic output provides the SY245F the ability to run a range of
harvesting heads for pine processing or hardwood debarking.

Additional features:

= Auxiliary oil cooler

= Automatic fire suppression system
= 19mm Makrolon windscreen




HIGH RISE LOG LOADER

The SY245F is available with a hydraulic raiseable cabin. This feature makes it possible for the
operator to select his desired working height from the push of a switch in the cabin.
Enables the operator to safely place loads on trucks by being able to see the top of the load.
Less operator fatigue.
Cleaner and tidier loads
No physical checks required by truck drivers
Ideal for higher stacking in log yards
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ROCK GUARD

A full length track rock guard protects
the track from twisting.

IDLER FRAME

Reinforced idler frames are strong

enough to resist spreading under load.

CARRIER ROLLERS

Top carrier rollers are mounted on
both sides.

INFORMATION

The digital display provides all vital information
to the operator. Power mode is selected at the
push of a button.

HYDRAULICS

High quality components including Kawasaki
pumps and main valve are used throughout
the hydraulic system.

POWER TRAIN

The Tier 2 non-electronic engine delivers
the power needed at the lowest possible
fuel consumption. Mechanical fuel pump
and injectors equate to reliability and ease
of maintenance.




SPECIFICATIONS

ENGINE
Model: Isuzu 6BG1
Displacement: 6.49L
Power: 175hp @ 2,100 rpm
Emissions: Tier 2
HYDRAULICS
Type: Kawasaki positive control
Pump: Kawasaki
Maximum flow: 2x 2521t
Valve: Kawasaki
Swing drive: Kawasaki
TRACKS
Travel speed: 3.5/5.5km/h
Shoes: 600 mm triple bar
Bottom rollers: Nine
Carrier rollers Two
Tractive effort: 282 kN
Final drives: Hy-dash

STANDARD EQUIPMENT

ENGINE
Non electronic engine
Mechanical inline fuel pump and injectors
Power mode control-3 level
50 amp alternator
Air intake pre cleaner
Primary and secondary air filtration
Engine oil cooler
Automaticidle control

OPERATOR STATION
ROPS, FOPS certified cabin ISO 10262, ISO 12117-2
OPS certified protective structure 1SO 8084, AS 2294.1
Makrolon 19mm front windscreen (Harvester only)
Front window protection screen (Log Loader only)
Door window protection screen
Noise proof pressed steel cabin
Laminated glass
Silicone rubber dampened cabin
Rear window emergency exit
Windscreen wiper and washer (Log Loader only)
Adjustable seat and adjustable armrests
AM-FM radio
Retractable seatbelt
Fire extinguisher in cabin
Digital monitor display
Climate controled aircondioning and heating
Cup holder and interior light
Sun visor

SWING
Swing speed: 11rpm
Swing torque: 83 kNm
SERVICE CAPACITIES
Fuel: 3401t
Hydraulic: 239 |t
Engine: 24.51t
Final drive: 2x 55t
Swing drive: 41t
DIMENSIONS
Weight: 25,000 kg
Transport length: 9,910 mm
Width: 3,390 mm
Height: 3,180 mm
Track gauge: 2,790 mm
Ground clearance: 705 mm
Tail swing radius: 2,860 mm
Track length: 4,440 mm
Track on ground: 3,650 mm
UNDERCARRIAGE

High and wide track frame
Full length rock guards
Double mount carrier rollers
Re-inforced idler frames

9 bottom rollers

Sealed tracks

Swivel guard

GENERAL
LED lighting
Randalls guarding package
Side bump rails
Lockable service access doors
Large main oil cooler
Auxiliary oil cooler (Harvester only)
Automatic fire supression system (Harvester only)

OPTIONS
Custom guarding
Bucket linkage and cylinder
Nose adaptor for grapple or harvester
Rotating grapple
Fixed grapple
Harvesting head
Track shoe bar extensions
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AUSTRALIA

Randalls Equipment Company Pty Ltd

8 Wallace Ave
Point Cook, Victoria, 3030 / SANY

Ph: 03 9369 8988
N

www.randalls.com.au



