
GX SERIES - LOGGING GRAPPLE

Professionally designed and manufactured in New Zealand, these grapples are for the high volume application 
that demands the best and therefore will deliver uncompromising performance in all types of logging 
applications.

Huge capacity, quick acting, powerful action and long life are just a few features to improve your throughput.

Various snubber mounting options are available to simplify installation.

A lighter weight series (L) is also available for those with smaller base machines but still desire a large capacity.

The GX Logging Grapples bring new levels of performance and reliability to the market.

QUICK SPECS GX151 GX171 GX181

WEIGHT (NO LINK) 1190kg 1299kg 1350kg

MAXIMUM JAW OPENING 1462mm 1700mm 1800mm

HEIGHT (JAWS CLOSED) 1860mm 1894mm 2049mm
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Hardened steel pins and 
bushes for maximum life

High torque rotator

Heavy duty high ow rotate 
joint and offers extended 
trouble free life

Independent jaw pivots reduce 
overall wear and fatigue

Easy access to all components

MODEL SPECIFICATIONS GX151L GX151 GX171L GX171 GX181L GX181HD

MINIMUM OPENING (mm) 178 k g178 190 190 213 213

MAXIMUM OPENING (mm) 1462 1462 1700 1700 1800 1800

WEIGHT (kg) 945 1190 1032 1299 1075 1350

INSTALL PACKAGE WEIGHT* (kg) 1130 1375 1217 1484 1260 1535

DEPTH (mm) 586

CLOSED HEIGHT (mm) 1860 1860 1894 1894 2049 2049

OPEN HEIGHT (mm) 1766 1766 1719 1719 1875 1875

ROTATION (degrees) 360

Optimised jaw shape for 
excellent multiple stem grip 
and holding power

Built entirely from high tensile 
steel to be rugged and give a 
long dependable service life

Heavy wall cylinders with all 
hoses neatly tucked away

Built-in lifting hook

*(Includes grapple, link & snubber)


